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CONTAINER
COMPONENTS, INC. CONTAINER DIAGRAM

Legend
1. DuraFlex Lids 7. Bumper 13. Caster
2. Lid Rod 8. Container Bottom 14. Manual Lid Lock
3. Hinge Plate 9. Container Bottom Assembly 15. Serious® Cable
4. Lid Prop 10. Drain Plug Release Lid Lock
5. Fork Channel 11. Caster Plate 15a. Serious®
6. Gusset 12. Caster Pad Front Mount Lock
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CONTAINER DOUBLE WALL
COMPONENTS, INC. FRONT LOADER LIDS

DuraFlex® lids are rotationally molded from polyethylene resins,
Available in Double and Single Wall thickness.
Increased strength and flexibility.

Lid hinges reinforced with metal inserts.

Lightweight and safer.
Standard F.E.L. specifications
“4-Rib Lids"
Part # Weight Width Length
{Inches) Inches
3638D 9.5 358 38.0
3640D 10.0 358 40.1
647D 12.0 358 472
3657D 15.0 358 S
3734D 9.0 36.8 34.3
3740D 10.0 36.8 40.1
3742D 11.0 36.8 42.3
747D 12.0 36.8 474
3752D 13.0 36.8 522
3756D 14.5 36.8 56.0
3757D 15.0 36.8 51.5
*5 -Rib Lids"
Part # Wei Width Length
(Inches) {Inches)
41D 10.0 358 40.6
642D 11.0 358 416
647D 12.0 358 472
648D 12.0 358 48.0
3649D 12.0 358 48.8
3658D 15.0 358 58.1
3659D 15.0 358 59.2

All standard hids are shipped from stock in 10 piece bundles. Other quantities available from factory locations only. Lids that weigh over 15
Ibs are shipped from stock in 5 pe. bundles.
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CONTAINER
COMPONENTS, INC.

UNIVERSAL:BOXED EDGE
HIGH DENSITY F.E.L. LIDS

FLEX RIB

SUPER STRONG
HINGES
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Part#  Flex Rib Width Body Front to Center of Hinge
(Inches) {Inches)
UV36408R No 362 40.05
UV36415R No 362 40.55
LIV36455E. Mo 362 4524
UV3e465R No 36.2 46.18
UV3a4TSE No 362 46.68
UV3648SR No 362 4755
UV36555R No 36.2 47.55
UV36565R Yes 362 56.05
LUV363TSR Yes 362 56.55
UV36585R Yes 362 57.535
UX36585R Yes 362 57.55
UV37405R. No 372 40.25
UV3IT41SE No 372 40,75
UV37455R No 372 45 44
UV37465R No 372 46,38
UV3747SR No 372 46 .88
UV37485R No 372 47.75
UV37565R Yes 372 56.25
LUV3T5TSR Yes 372 56.75
UU37585R Yes 372 5825
UV3T7585R Yes 372 5775
UX37585R No 372 ¥ o

| NEW PATENTED DESIGN:
PAT. NO. 6,968,972

m HEAVY LOAD BEARING
or

FLEX RIB OPTION:

= OVER S1ZE SUPER STONG
HINGE LUGS:

] CUSTOMER FRIENDLY:

B MAINTENANCE FRIENDLY:

Single Wall Toughness combined with the Double Wall Rigidity of a Full
Perimeter Boxed Edge. Eliminates Water Retention, Eliminates Wavy.,
Warped, Bowed., Sharp or Nicked Edges. The Best of Both Design Types.

Heavy Duty Ribs hold any Snow Load or Trash Bags. Safer for areas
where Child Activity is Prevalent. Maximium lid lock security,

Where lids are subjected to repeated bending, Lids longer that 56™ are
available with optional center rib that allows Mexing without loss of
shape or function.

4 Heavy Duty 3.5" ribbed hinges. Provides two to four times the
holding power of other hinge designs.

Large Extended Front Handle allows Easy Lifting. Extended Handle, Heavy
Ribs and Boxed Edge inhibit access fo Locked Containers.

Large 5/8" Diameter aligned Hinge Tubes allow easy Lid Hinge Rod
replacement. Custom Palletized Shipments for easy Handling and
Storage.

All standard lids are shipped from stock on 100 piece pallets. Other quantities available from factory locations only.
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CONTAINER DOUBLE WALL
COMPONENTS, INC. REAR LOADER LIDS

DuraFlex® lids are rotationally molded from polyethylene resins.
Increased strength and flexibility.
Lid hinges reinforced with metal inserts.
Lightweight and safer.

Double Wall R.E.L. specifications

4 Rib Lids
Part# Weight Width Length
(Inches) (Inches)
AB3129D 6.5 313 29.3
AA3I131ID 6.5 313 31.3
AA3134D 7.0 313 343
AA3137D 8.0 313 37.0
AB3139D 85 313 39.0
FA3141D 9.0 313 41.5
AA3144D 9.5 313 44.3
AA3149D 10.5 313 48.8
AA3150D 10.5 313 50.0
AA3156D 11.0 313 559
AB3243D 9.5 323 43.3
5 Rib Lids
Part# Weight Width Length
(Inches) (Inches)
FA3141D 9.0 313 415

All standard lids are shipped from stock in | 0 piece bundles. Other quantities available from factory locations only. Lids that weigh over 15
Ibs are shipped from stock in 3 pe. bundles,
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CONTAINER
COMPONENTS, INC.

SINGLE WALL
REAR AND SIDE LOADER LIDS

DuraFlex® UR lids are molded from High Density Polyethylene.
Increased strength and flexibility.
Lightweight, safe and quieter.

High Profile - Low Hinge

Top View

Hinge View

| 625D

01 psL'o

Front to Hinge Center

Side Loader Rear Loader Rear Loader Front to
Width Width Width Center of Hinge
(30.00 Inches) (31.5 Inches) (32.38 Inches) {Inches)
UR3026SR UR3126SR UR3226SR 25.50
UR3027SR UR3127SR UR3227SR 26.50
UR3028SR UR3128SR UR3228SR 27.50
UR3029SR UR3129SR UR3229SR. 29.00
UR3031SR UR313ISR UR3231SR 30.50
LUR3034SR UR31345R UR3234SR 33.25
LUR3037SR UR3137SR UR3237SR 36.75
UR3038SR LUR31388R UR3238SR 37.75
LUR3039SR UR3139SR UR3239SR 38.50
UR3041SR UR3141SR UR3241SR 40.75
UR3042SR UR3142SR UR3242S8R 41.40
UR30438R UR3143SR UR3243SR 42.50
LUR3044SR UR314458R UR3244SR 43.25
UR30458R UR31458R UR32458R 44 50
UR3048SR UR3148SR UUR3248SR 48.00
LUR30508R UR3150SR UR3250SR 49 .50
Side View

High Profile Lid

W Low Hinge

All standard lids are shipped from stock in 50 piece or 100 piece pallets. Other quantities available from factory locations only.
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SINGLE WALL
REAR AND SIDE LOADER LIDS

CONTAINER
COMPONENTS, INC.

DuraFlex® UT lids are molded from High Density Polyethylene.
Increased strength and flexibility.
Lightweight. safe and quicter.

High Profile - High Hinge Lids

Side Loader Rear Loader Rear Loader Front to
. Width Width Width Center of Hinge
TDP VIE"W (30.00 Inches) (31.5 Inches) (32.38 Inches) {Inches)
UT3026SR UT31268R UT32265R 2550
UT3027SR UT3127SR UT3227SR 26.50
UT3028SR UT3128SR UT32285R 2750
UT3029SR UT3129SR UT3229SR 29.00
UT3031SR UT3131SR UT3231SR 30.50
UT30345R UT31348R UT32345R 3325
UT3037SR UT3137SR UT3237SR 36.75
UT3038SR UT3138SR UT3238SR 37.75
UT3039SR UT31398R UT3239S8R 38.50
UT3041SR UT31415R UT32415R 40.75
UT30428R UT31428R UT3242SR 41.40
UT30435R UT31438R UT3243SR 42.50
UT3044SR UT3144SR UT3244SR 4325
- =, UT30458R UT31455R LT32458R 44 50)
lIlﬂgL View UT3048SR UT3148SR UT3248SR 48.00
UT30508R UT31508R UT32508R 49,50
0.833 in 2 .
6250 Side View
B | Front to Hinge Center
3
= ! m High Hinge

All standard lids are shipped from stock in 50 piece or 100 piece pallets. Other quantities available from factory locations only.
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SINGLE WALL
REAR AND SIDE LOADER LIDS

CONTAINER
COMPONENTS, INC.

DuraFlex® US lids are molded from High Density Polyethylene.
Increased strength and flexibility.
Lightweight, safe and quieter.
Low Profile - High Hinge Lids
For Hinge to Hinge Mounting

Side Loader Rear Loader Rear Loader Front to
2 Width Width Width Center of Hinge
TDP View (30.00 Inches) (31.5Inches)  (32.38 Inches) (Inches)
LIS30268E. LS31265R LIS32265R 25.50
LIS3027SKE US31278R LIS3227SR 26.50
LIS30285EK. LIS31285R LIS32285R 27.50
LIS30295EK. LUS31295R LUS32205R 29.00
US3031SKE LIS31318R US3231SR 30.50
LIS30348K LUS31348R LUS32345R 3325
LIS3037SE LIS31378R LUIS3237SR 36.75
LIS30388K LS31388KE LIS3238SKE 3775
LIS30398R LIS31398E LIS32398RK 38.50
US30418K US3141SR LIS32418KE 40.75
. = LIS30428R LS31428R LIS32428R 41.40
Hlngﬁ‘ V]E\-\-‘l UUS30438R LIS31438R LIS32438R 42.50
LS30448R LIS31448E LIS32448E 4325
0.833 In US3045SR US3145SR US3245SR 44.50
.625 D LIS30485R LIS31485R LIS324885R 48.00
LIS30508K LUS31508K LIS32508K 49 50
o Side View
o
-
: I Front to Hinge Center I
L Y aSRaG Low Profile Lid ‘—‘f%— HighHinge
2m _ 4
/}\IIE\_ a E 4 E ; o ——— {0 B ——
Typical Low Profile Mounting

All standard lids are shipped from stock in 50 piece or 100 piece pallets. Other quantities available from factory locations only.
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CONTAINER SINGLE WALL
COMPONENTS, INC. SPECIALTY LIDS

DuraFlex® lids are molded from High Density Polyethylene.

Cut To Length and Double Wide
Available in UR. US or UT Hinge Style

Rear Loader Rear Loader Front to Front to
Width Width Center of Hinge Center of Hinge
(31.5Inches) (32.38 Inches) Max (Inches) Min(Inches)
UR3137SRC  UR3237SRC 36.75 24.75
US3137SRC  US3237SRC 36.75 24.75
UT31375RC  UT32375RC 36.75 24.75
UR31455RC  UR32455RC 44.50 32.50
US31455RC  US32455RC 44.50 32.50
UT3145SRC  UT3245SRC 44 .50 32.50
Rear Loader Front to Front to
_ S e aceea Width Center of Hinge Center of Hingd
Designed to ontin 1% 1,5% ar 27 merements |l /(69 38 nglies) Max (Inches) ~ Min (Inches)
any length from
36.757-24.75 or 44.507- 32.507 UR{S}[T}@Z.’JSR 36.75 24_?5
(see pages 6.7 & 8 for detailed hinge description) UR(S)T)6245SR 44 .50 32.50
Rear Loader Rear Loader Rear Loader Front to
High Profile  Low Profile High Profile Center of Hinge
LowHinge  High Hinge High Hinge  Min (Inches)
UR62445R  US62445R UT62445R 4325
UR6G2435R US6243SR UT62435R  42.50
UR62425R US6242SR UT62425R 41.40
UR62415R US624 1SR UT62415R 40.75
UR62395R  US62395R UT6239SR 38.50
UR62385R US62385R UT62385R IS
UR62375R US62375R UT62375R 36.75
UR62345R US62345R UT62345R 33.25
UR6231SR  US62318R UT6231SR 30.50
UR6229SR UUS62298R UT62295R  29.00
UR6228SR US62285R UT62285R  27.50
UR6227SR  US62275R UT62275R 26.50
isee pages 6.7 & 8 for detailed hinge description) UR62265R US62265R UT6226SR 25.50

All standard lids are shipped from stock in | 0 piece bundles. Other quantities available from factory locations only. Lids that weigh over 15

Ibs are shipped from stock in 3 pe. bundles,

/Durafiex)
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COMPONENTS, INC. SPECIALTY LIDS

Double-wall DURAFLEX lids are rotationally molded from polyethylene resins.

Increased strength and flexibility.
L.id hinges reinforced with metal inserts.(Except Doors)
Lightweight and safer.
T MULTISECTIONAL LID
- Part # Weight Width Length
{Inches) (Inches)
T —
——rz| || 65330 16.0 65.0 330
-B 6536D-DH 170 65.0 36.0
6536D-R 17.0 65.0 360
i DH - designates lid with hinge lugs on two sides
| mtended for use with a second lid section.
— R - designates rear piece of multi-sectional lid.
A .E_I.]_._F1_F‘|_P‘|__£ll
I— ——1|| o
| — e 1} l SINGLE PIECE LIDS
Fh—ﬂgﬂ == | Part # Weight ~ Width  Length
{Inches) (Inches)
- 143
T A 7430D 160 74.2 30.0
| ‘ ' B. 7259D 320 72.0 595
B.
! — — -*J
SLIDING DOORS
Part # Weight Width Length
iz (Inches) (Inches)
| = 3024D 6.5 30.1 240
' —— ! 3030D 80 30.1 30.1

All standard lids are shipped from stock in 10 piece bundles. Other quantities available from factory locations only. Lids that weigh over 15
Ibs are shipped from stock n 5 pe. bundles,

- U.S.A. & CANADA (800)222-7300
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/ﬂ”r a”u / Our Email Address is: Sales@ContainerComponents.com
Our Web Address is: WWW.ContainerComponents.com

06/09 10




CONTAINER
COMPONENTS, INC. SIDE HINGE LID

DuraFlex® lids are rotationally molded from polyethylene resins.
Increased strength and flexibility.
Extra heavy duty lid hinge lugs.
Lightweight and safer.

Container lids open automatically upon tipping into truck forming a funnel for waste. resulting in reduced wind
scatter of debris. User friendly side hinged 2 part lid includes a molded in recessed handle for ease of opening at
front of container. Front mounted lid prop allows customer easy access to prop lids in the upright position.

J \

Standard Side Hinge specifications

Part # Weight Width Length
Inches (Inches)

4636D 12.0 46.0 36.0

5635D 16.0 56.0 350

All standard hids are shipped from stock in 10 piece bundles. Other quantities available from factory locations only. Lids that weigh over 15
Ibs are shipped from stock in 5 pe. bundles.
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CONTAINER GENERAL SPECIFICATIONS
COMPONENTS, INC. & INFORMATION

GENERAL SPECIFICATIONS

DuraFlex® lids are molded from polyethylene resins. Total weight is approximately .80 - 1 Ib. per
square foot of surface area as measured by overall length and width. Tolerance on dimension is + 1/4
in. Tolerance on weight is + §%. Standard specifications subject to change without notice to accom-
modate improvement of the product.

WARRANTY
DuraFlex® black polyethylene lids are guaranteed for defects in material and workmanship in normal
commercial use. For details of terms and conditions, see printed warranties.

WARNING

* DuraFlex® lids are not fireproof and should not be used on containers located inside or adjacent to
structures orin any location where a container fire could be a hazard.

» DuraFlex® lids are not designed to be load bearing (other than moderate snowloads). Therefore,
appropriate precautions should be taken in areas where children have access to play on or around the
containers.

» DuraFlex® lids are not impervious to gnawing rodents or scavenging by larger animals.

» Lids must be mounted and maintained so they do not retain any water which may freeze and make the
lid dangerously heavy or allow ice to fall from the lid during use or when the container is emptied.

INSTALLATION INSTRUCTIONS

Lids should be installed so that the adjoining edges of a pair are in full contact. The other three sides of
each lid should rest on top of the container with a minimum overlap of one inch on all three sides. Hinging
should allow the lid to be mounted without bending the lid. When the lid is opened, it should be propped
atappmxm =tel 45°Using the molded in prop sockets. For the containers without lid props, the hinging
should allow the lid to be rotated over the back of the container so that the top part of the lid that first
contacts the back of the container is at least 16" from the hinge rod. Additionally, the lid should not rest
open in a horizontal or semi-horizontal position. The lid in the open position on the container should allow
any rain water to drain from the recessed underside of the lid. If this precaution is not followed, damage
to the lid and premature failure can occur. Also, retained water may make the lid dangerously heavy
especially in freezing conditions when the retained water turns to ice.

MAINTENANCE

DuraFlex® lids are generally maintenance free and may be cleaned with any ordinary cleaning com-
pounds or pressure washers. Steam cleaning due to high heat is not recommended. The lids should be
replaced when damaged or collapsed to the extent that they do not seal the container or drain water as
originally designed.

o U.S.A. & CANADA (800)222-7300
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CONTAINER WARRANTY FOR
COMPONENTS, INC. CONTANER LIDS

1. PRODUCTS COVERED

&
The DuraFlex Limited Warranty covers black plastic waste container lids with model numbers ending in DX,
DL, DR and SR which are manufactured from various polyethylene resins. Warranties for colored resins other
than black will be issued on request and vary according to color.

2. LIMITED WARRANTY

C.C.l. warrants each and every one of the above-mentioned plastic products from failure in normal and regular
use due to defects in material or workmanship as follows:

» DX (Cross linked HDPE) : 7 years from the date of manufacture
* DL (LLDPE) : 5 years from the date of manufacture
* DR (Recycled LLDPE) : 3 years from the date of manufacture
* SR (Recycled HDPE) : 5 years from the date of manufacture

During the warranty period, C.C.l. or its designated agent or distributor, will repair or replace defective prod-
ucts or components within a reasonable time after inspection.

C.C.1. reserves the right to determine in its sole discretion whether to repair or replace. Such replacement or
repair shall serve only to complete the original warranty period and is not intended to extend the warranty
period.

3. EXCLUSIONS FROM WARRANTY COVERAGE

(=]
Damage to DuraFlex products due to accident, misuse, abuse, extreme environmental causes, abnormal
wear and tear, alterations and failure to follow installation, maintenance and operating instruction are not cov-
ered by this limited warranty.

]

EXCEPT AS SPECIFICALLY PROVIDED IN THIS LIMITED WARRANTY, THERE ARE NO OTHER DuraFlex
WARRANTIES, EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTIES OR
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. C.C.I. SHALL NOT BE LIABLE FOR
CONSEQUENTIAL OR INCIDENTAL DAMAGES RESULTING FROM BREACH OF THIS LIMITED WARRANTY.

(Some states or countries do not allow (a) limitations on how long an implied warranty will last or (b) the exclu-
sions or limitations of incidental or consequential damages, so the above limitations or exclusions
may not apply to you.)

4. WARRANTY ADMINISTRATION

In the event that C.C.|. and a customer disagree regarding the reason for any product failure, they shall select a
technically competent third party skilled in the use and fabrication of the materials involved and seek their
determination of the source of the failure. That determination shall be binding on both parties. The third party
procedure shall not be used for isolated, onetime failures but only in the event of recurring failures, such as
failures of 10% or more of the units then in use by the customer. All costs and expenses of this third party
arbitration procedure shall be borne by the non-prevailing party.

) US.A.& CANADA (800)222-7300
® San Femando, CA - Atlanta, GA « Holmewood, England - Fax 818-365-6851
ﬂ”’ aﬂg QOur Email Address is: Sales@ContfainerComponents.com
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CONTAINER
COMPONENTS, INC. LID HARDWARE

Container lid hinge rods and fasteners are designed to easily fit standard containers as OEM
equipment, or as replacement parts.

B&C «  Hot-roll steel rods plain end
- Zinc-plated threaded rods

«  Zinc-plated one end bent
at 90 degrees and other
threaded and drilled

«  Lock nut, cotter pins, push

Standard Lid Hinge Rod and Fastener specifications

Part # Tvpe Diameter Length Finish Case Otv.
A. LROB74BB  Non-threaded 5 4 Plamn 10 pes
B. LRO865AB  Threaded I 65" Zinc 100 pes
C. LROBTSAB  Threaded 57 757 Zinc 100 pes
D. LROS7ICA  Bent/Threaded/Cotter .57 76.57 Zine 100 pes
E. IN1632PS  Slidenut 5 N/A Black 500 pes
F. IN1624NS  Lock Nut 5" N/A Zine 100 pes
G. IP0524AA  Cotiter Pin 1/8" s Zine 100 pes

All standard rods are packaged m 10pes. or 100pes quantities, Optional length hid rods are available on a special order basis,

- U.S.A. & CANADA (800)222-7300
: San Fermando, CA « Atlanta, GA « Holmewood, England « Fax 818-365-6851
ﬂ”’ aﬂu QOur Email Address is: Sales@ContfainerComponents.com

Our Web Address is: WWW.ContainerComponents.com
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CONTAINER
COMPONENTS, INC. HINGE PLATES

Container lid hinge plates are designed to easily fit standard containers as OEM equipment, or as
replacement parts.

A.

NI
S NENREN

Hinge Plate specifications

Part # Length Width Thickness Interor hole dimension

A, LHO102AA 2347 11/2° 7 gauge 9/16" dia. hole

B. LHO104BB 4 11/4" T gauge 9/16" dia_ hole

C. LHO914AA* 47 134" 7T gauge 9/16" dia. hole

[ LHOIO4AA 4" 1127 T gauge 916" dia. hole

E. LHOI040A 41/2" 1 1/4" 7 gauge 3" length x 9/16" dia. hole
F. LHO103CA 3 1 & T zauge 2" length x 9/16” dia. hole
G, LHOIO3BA 31/8" 1 1/4" 7 gauge 17 length x 9/16" dia. hole
H. LHO104AB 41/2" 112" T gauge 9/16" dia. hole, 3" apart

All standard* hinge plates are packaged in quantities of 100 and 500 pes. per case.

o U.S.A. & CANADA (800)222-7300
LY San Fermando, CA = Atlanta, GA « Holmewood, England - Fax 818-365-6851
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CONTAINER
COMPONENTS, INC.

LID LOCK

Lid locks are designed to prevent unauthorized use of the container.

Serio-US® is a registered trademark of Serio-US® Lock Inc.

D, c.

=t

* (Container Components. Inc.
manual locks

* Easy installation

* Individual lock components
are available

*  Serio-US® Automatic locks
* Easy installation

* Individual lock components

are available
Standard Lid Lock specifications
Part # Type Width Weight Case Oty.
A. LLOSISHB Lock bar hinges (CCI) N/A 2 lbs 10 pes
B. LLO6T2BA Lock hinge with bar (CCI) 757 7 Ibs 10 pes
C. LLOSDSAA Serio-US® Lock Release N/A 9 lbs 10 pes
with Hinge Kit
D. LL2475AA Lid lock pipe 757 s 8 lbs 10 pes

All locks are shipped trom stock in quantities listed. Other quantities are available from factory locations only.

U.S.A. & CANADA (800)222-7300

® San Fermando, CA « Atlanta, GA « Holmewood, England « Fax 818-365-6851
ﬂ”ra”u QOur Email Address is: Sales@ContfainerComponents.com

Our Web Address is: WWW.ContainerComponents.com
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CONTAINER LID LOCK
COMPONENTS, INC. FRONT MOUNTS
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Serio-US® is a registered trademark of Serio-USE Lock Inc.
Standard L1d Lock specifications

Part# Model Series Weight Case Qty.
LG1510GB Flat §-61 21 Ibs. 10 pes.
LG1536GB Flat W-61 21 lbs. 10 pes,
LG1210GE Flat 5-47 21 Ibs. 10 pes.
LGI1236GE Flat W-47 21 lbs. 10 pcs
LG1010GF Flat 5-42 21 Ibs. 10 pes.
LG1036GF Flat W-42 21 Ibs. 10 pes.
LGI310HD Slope 5-066 21 1bs. 10 pes.
LG1336HD Slope W-66 21 lbs, 10 pes.
LGI1310HC Slope 5-62 21 1bs. 10 pes.
LGI336HC Slope W-62 21 lbs. 10 pes
LG1510HB Slope 5-61 21 lbs. 10 pes,
LG15336HB Slope W-o61 21 Ibs. 10 pes.
LG1210HE Slope S-47 21 1bs, 10 pes.
LGI1236HE Slope W-47 21 lbs. 10 pes.

All locks are shipped from stock in quantities listed. Other quantities are available from factory locations only.

- U.S.A. & CANADA (800)222-7300
* San Femando, CA - Atlanta, GA « Holmewood, England - Fax 818-365-6851
ﬂ”’ aﬂu QOur Email Address is: Sales@ContfainerComponents.com

Cur Web Address is. WWW.ContainerComponents.com
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CONTAINER
COMPONENTS, INC. FORK CHANNEL

. Standard lengths in stock

. Designed for both side and
bottom lifting containers,

. Manufactured from 7 or 11 gauge
steel

. Custom sizes available

Standard Fork Channel specifications

Part # Gauge Length Width Hei Weight Case Qty.
FGO821AD 11 21.57 4 8 12 Ibs 20 pes
FGO829AD 11 2957 4” 8" 151bs 20 pes
FGO834AD 11 34.5” 4 8 181bs 20 pes
FGOB41AD 11 41.57 4~ 8 22 1bs 20 pes
FGO851AD 11 51.57 4> 8” 261bs 20 pes
FGO930AF 7 307 4” 9 29 Ibs 20 pcs

Standard Gusset and Bumpers specifications

- Two styles of gussets and bumprs
available from stock

B.

«  Standard and Heavy duty

»  Gussets manufactured from 10 & 12 gauge
steel

+  Bumpers manufactured from 7 gauge

C_.A

steel
Part # Type Gauge Length Width Weight  Case Qty.
A, GGO404AE Std. 10 W S O N N/A 03 Ibs 200 pes
B. G10404BE HD 12 47x4” 2” 06 Ibs 50 pes
C. EI0802BD Std. 7 i i N/A 1.4 Ibs 50 pes
D. EKO802BD HD 7 257 %25 N/A 1.5 Ibs 50 pes

All standard product 15 shipped from stock m case gty’s Other quantities are available from factory locations only. Optional sizes are

available on a special order basis.
U.S.A. & CANADA (800)222-7300

® San Fermando, CA « Atlanta, GA « Holmewood, England « Fax 818-365-6851
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CONTAINER
COMPONENTS, INC. CONTAINER PARTS

Pan Bottom Angled Bottom Oversized Pan Bottom

w/Skids & Plug w/Skids & Plug

Completely assembled bottoms withcasters. skids. channels. drain plugs.
and special sizes are available

Angled bottoms come complete with one 1.5 drain plug and three
skids 2.57 x 37 x 2.57 capped.

Standard Bin Bottom specifications

Part # Gauge 5Skids Length Width Height Weight Case qty.
BP2272AC* 12 - 2257 72.57 25 65 lbs 10 pes
BP3072ZACH 12 - 30.5" TS5 ¢ B o 85 lbs 10 pes
BP3472AC 12 - 3457 oy 2.5 95 Ibs 10 pes
BP4272AC 12 - 43157 T2:57 25" 114 Ibs 10 pes
BP5172AC 12 - 51.57 72,57 25 135 Ibs 10 pes
BS5572ID  (matets 11 3 e i 725" 6.0" 245 Ibs 10 pes
BP36721D 11 ;. 36.07 =y 6.07 160 Ibs 10 pes
BP55721D 11 3 5407 72.5” 6.07 243 Ibs 10 pes
BP66721D 11 3 66.07 725" 6.0” 284 Ibs 10 pes
BP72721D 11 3 7207 T2.5" 6.07 302 Ibs 10 pes
BP8O721D 11 3 80.0” 72.57 6.07 3251bs 10 pes

Container drain plugs are designed to help maintain excess liquid in containers.

Standard Drain Plug specifications

Part # Type Size Weight Case Qty.
A. HP2416AA Plug 15" 05 Ibs 120 pes.
B. HG2416AA Coupling 1.5 05 Ibs 160 pes
ltems with “*" are special order from factory locations only,

U.S.A. & CANADA (800)222-7300

® San Fermando, CA « Atlanta, GA « Holmewood, England « Fax 818-365-6851
ﬂ”raﬂu QOur Email Address is: Sales@ContfainerComponents.com

Our Web Address is: WWW.ContainerComponents.com
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CONTAINER
COMPONENTS, INC. CASTER PLATES & PAD

Caster plates are designed to reinforce the corner of the container bottom.

%4

Standard Caster Plate specifications

« Standard and wrap around styles

« Available in 10 or 7 gauge steel

«  Other designs available

{Part # Type Gauge Length Width Weight Case Qty.
A MP1014BE Wrap around 10 107 14 3.251bs 25pes
IB. MP1114AE Standard 10 117 14" 2.751bs 25 pes

Caster pads are designed to simplify the replacement of casters either in the field or the repair shop.

*  These pads when welded on
allow a caster to be changed by
removing one easily accessible
bolt.

*  Heavy duty 3/8" carriage bolt
with nylon lock nut sold separately.

* Intended for casters with top
plate size : 4.0" x 4.57x 1/4”

Standard Caster Pad specifications

Part# Description Gauge Length Width Weight Case Oty.
MQO404HA-K | Caster pad W/ 10 457 S 1.7 Ibs 100 pes
Bolt & nut

All standard caster pads are shipped from stock m 100 piece cases, Other quantities are available from factory locations only,

- U.S.A. & CANADA (800)222-7300
: San Fermando, CA « Atlanta, GA « Holmewood, England « Fax 818-365-6851
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CONTAINER
COMPONENTS, INC. CASTER

Casters are designed to meet the rugged demands of rubbish container applications.

»  The standard caster wheel is dia. 6" x 2"
with an tron hub and 1™ thick mold-on

rubber tread

= Other wheel types available: polyolefin,
phenolic. polyurethane. semi-steel and
forged steel

«  Heavy duty yokes with zinc, black oxide
& plain finish available both rigid and

swivel
[
‘1\
Go =55
L g[z:lf-.-' L- .-‘;j_l
Standard Caster specifications

Part # Wheel type Yoke Finish Capacity Weight Case Qty.
A. CRO60ZKP Rubber Swivel Zinc 500 Ibs 8 1bs 250 pes
B. CTO6OZKP Rubber Rigid Zinc 500 1bs 7lbs 250 pes
C. CKO602KJ Phenolic Swivel Zinc 1000 Ibs 6.51bs 250 pes
D. CW0602KJ Phenolic Riged Zinc 1000 1bs 5.51bs 250 pes

All standard casters are shipped from stock in 250 piece crates. Other quantities are available from factory locations only. Optional
wheel types, wheel bearing, lubricating features, and caster sizes are available on a special order basis

- U.S.A. & CANADA (800)222-7300
San Femando, CA - Atlanta, GA « Holmewood, England - Fax 818-365-6851
ﬂ”r aﬂu QOur Email Address is: Sales@ContfainerComponents.com

Cur Web Address is. WWW.ContainerComponents.com
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CONTAINER
COMPONENTS, INC. GUIDE ROLLER

Guide rollers are designed to easily guide the front end of a roll-off container along the tilt frame of the
truck during loading and unloading of the container.

= Rated at a 40.000 Ib. capacity

+ 1.5" diameter axles are machined 1045
carbon steel with recessed grease fittings

» Rollers come assembled with axle and are
package in heavy duty wooden crates

» Heavy duty cast iron rollers have a
completely smooth inside bore

[ ]
~ ea— 5% D
= . il

Standard Guide Roller specifications

Part # Diameter Length Axle Finish Weight Case Qty.
RMNO4O4AC-K ] 4 47 6" Black Paint 14 Ibs 50 pes
RMNO406AC-K ] b 6" B Black Paint 201bs 50 pes

All standard gude rollers are shipped from stock m 50 piece crates. Other quantities are available from factory locations only,

- U.S.A. & CANADA (800)222-7300
: San Fermando, CA « Atlanta, GA « Holmewood, England « Fax 818-365-6851
ﬂ”’ aﬂu QOur Email Address is: Sales@ContfainerComponents.com

Our Web Address is: WWW.ContainerComponents.com
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CONTAINER
COMPONENTS, INC. GROUND ROLLER

Ground rollers are designed to aid in the loading and unloading of roll off containers from the trucks
and allow the container to be easily maneuver while on the ground.

«  Manufactured using 1/4” steel with solid
welded end plates

= Full length sleeve for 1.57 dia. axle

»  Axle manufactured from 1045 carbon steel
Fully machined surfaces

[ - 1
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Standard Ground Roller specifications

Part# Diameter Length Finish Weight Pallet Oty.
RGI008SAR 10.757 825" Primer 35 Ibs. 50 pes.
RGOSI0AR 875" 10.25" Primer 35 1bs. 50 pes.
RGOBOSAR 875" R25" Primer 30 Ibs. 50 pes.

All standard rollers are shipped from stock in 50 piece crates. Other quantities are available from factory locations only. Optional sizes
are available on a special order basis

- U.S.A. & CANADA (800)222-7300
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